
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 Floodlight  Lumen  Light coverage  

4x160W MultiLED  81400 lm 2400 sq m  
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Products shown for illustration purpose only. 



 

 

Technical specification  

Rated Frequency 50 Hz 

Rated Voltage 230 V 

Rated Power 4.8 kW 

Operating temperature -30/+50 

Sound level 70 dB 

Auxiliary power 3.2 kW 

Engine Arion 6000 

Speed 3000 rpm 

Coolant Air 

Cylinders 1 

Alternator Arion 6000 

Rated outlet 4.8 kVA 

Regulation Brushless 

Voltage accurancy +/- 5% 

Energy Consumption 0,9 l/h 

Tank 25 l 

Feul Gasoline 

Running time 27 h 

Galvanized mast  

Height  5.5 m 

Mast Manual 

Rotation 350 ° 

Wind speed resistance 80 km/h 

Canopy and trailer  

Trailer Site tow trailer  

Stabilizers 2 

Canopy Powder coating paint 

Shipment  

Dimension 90x120x235 cm 

   Weight 260 kg 

Truck 33 units 

Container 40’’ On request  
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